
Do not allow children to install or operate the light.

Do not install the light in poor weather conditions, especially when lightning is present. 

Ensure the area where the light is being installed is free from obstructions such as underground 
wiring, rocks and sprinklers. 

If using a ladder, ensure the footing is secure before climbing and obtain assistance when needed. 

Wear protective equipment such as safety glasses, dust masks and gloves when installing the light. 

If wall mounting the solar panel, ensure the wall is structurally sound and will support the panel.

If wall mounting the solar panel, ensure the area is free from wires, plumbing or other obstructions.

Do not hang anything from the light or solar panel. 

Do not allow snow, leaves or other objects to rest on top of the light or solar panel. 

Do not use a hammer to install the ground stake.

Multi-Position Solar Powered LED Landscape Light

Model: NLS230B

Read entire manual carefully before installing and keep for future use.

WARNINGS AND SAFETY INSTRUCTIONS

COMPONENT LIST

A

C

D

E
F

B Item Description Quantity

A Light with Cord 1

B Solar Panel 1

C Support Post 2

D Ground Stake 2

E Wall Anchor 2

F Screw 2

INSTALLATION
Ground Installation

WARNING: Ensure the area where the light is being installed is free from obstructions such as under-
ground wiring, rocks and sprinklers. 

IMPORTANT: Ensure that the location of where the light will be installed allows for adequate sunlight
throughout the day to charge the battery sufficiently. Be mindful of overhangs or shaded areas.



Some Positioning Options:

IMPORTANT: The sockets of the left and right lights DO NOT rotate 360 degrees. There are built-in
stopping points as you rotate the light. DO NOT force the light past these stopping points.

2. Place the light and the solar panel in the area/
    position they will be installed and mark their
    locations (A and B).

4. Place the large opening of the support post
    over the ground stake. 

5. Place the solar panel on top of the support post 
    and position the solar panel for maximum sun 
    exposure. Slowly tilt and/or rotate the solar 
    panel until it is in its final position.

6. Place the light on top of its support post. 
    Position the light by doing the following:
    
    a. First slightly loosen the knob on the back of 
    the center light and tilt the light forward/
    backwards until it is in its final position. 
    Tighten the knob to secure.

    b. Move the left and right arms of the light 
    along their hinge and socket points until they 
    are in the desired position. Tighten the 
    hinges with a Phillips head screw driver to 
    secure the positioning (do not overtighten). 

3. Place the ground stakes in the identified locations
    for the solar panel and the light. Push the stake 
    into the ground, ensuring the stake is level. 

1. Connect the light and solar panel together by
    aligning the key on the plug end of the wires.
    Secure the connection by turning the threaded
    coupling clockwise (hand tighten/do not
    overtighten).
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Solar Panel Surface Mounted Installation

WARNING: Ensure the area where the solar panel is being attached is free from wires, plumbing or
other obstructions.

WARNING: If using a ladder, ensure the footing is secure before climbing and obtain assistance when
needed. 

IMPORTANT: Ensure that the location of where the solar panel will be installed allows for adequate
sunlight throughout the day to charge the battery sufficiently. Be mindful of overhangs or shaded areas.

IMPORTANT: Prior to wall mounting the solar panel, ensure there is enough cord length to reach the
light. 

1) Connect the light and solar panel together by aligning the key on the plug end of the wires.
    Secure the connection by turning the threaded coupling clockwise (hand tight/do not overtighten). 

2) Temporarily hold the light and panel in the desired positions to ensure the cord length will reach.

3) Hold the solar panel in position and ensure it is level.

4) Mark the hole positions and again check to ensure it is level. 

5) Predrill the marked location of the holes.

WARNING: Prior to drilling, ensure the area where the panel is being attached is free from wires,
plumbing or other obstructions.

NOTE: Depending on the mounting surface, wall anchors may need to be used.

6) Using the screws and a long Phillips Head screwdriver, secure the panel in place. 

7) Adjust the solar panel to maximize light exposure.

Helpful Hints:

1. When placing the light under a small bush or 
    tree, the light can be wrapped around a trunk 
    with a width of about 5”. When doing this, en
    sure the left and right lights rest on the edge of 
    the center light for additional support as 
    shown below (indicated by arrows).

2. When placing the lights at an angle, place 
    hinge (2) at a 90 degree angle and then rotate 
    hinge (1) forward to make an appropriate 
    angle, shown at 45 degrees below. This will 
    provide for a wide light radius of around 135 
    degrees.  
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OPERATING THE LIGHT

Warranty

HINT: The solar panel can be covered or placed face-down to simulate darkness. This will allow the
color option to be selected during daytime hours. 

The light will not operate during daytime hours/if light is shining on the solar panel. The solar panel is
equipped with a daylight sensor, meaning the light will charge during the day and turn on automatically
at night. When using the light for the first time, it is recommended to turn the light on when it starts to get
dark, so that final adjustments can be made to obtain the desired lighting results.

1. Once the light is installed, press and release 
    the button on the back of the solar panel to
    select the desired color option. Pressing and 
    releasing the button will cycle to the next color. 

2. If it is dark enough, the light will stay illuminated
    which allows for any final positioning to obtain 
    the desired lighting result. 

3. If the button is pressed and released a fourth 
    time, the light will remain in the OFF position. 

a.  Cool/Bright White

b. Warm/Soft White

c. Neutral (both cool
    and warm lights 
    illuminated) 

SPQ warrants the light to be free from manufacturer defects. Inspect thoroughly before installation and
install the light with care. Defects that occur due to improper installation, environmental conditions,
Acts of God or improper handling are not covered by this warranty. Any modifications to the light will
void the warranty. This warranty is only valid within the Continental US and Canada. 

This limited warranty is provided only to the original owner from the date of purchase for a length of 1
year. This warranty is nontransferable and requires a copy of the receipt showing the date of purchase at
the time the claim is filed. 

This warranty is the only warranty provided to the end user; no other warranties provided by the seller
of the product will be honored by SPQ Brands. SPQ Brands will replace or repair the product with new
or refurbished items at their discretion.  SPQ Brands' maximum liability is limited to the purchased
price of the product. SPQ Brands will not be liable for any damage to person or property of any nature
resulting from the sale, installation or use of this product.

Contact SPQ Brands for additional assistance: 609-212-0221, M-F, 9am - 5pm, EST. 


